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Form 9-331C SUBMIT IN TRIPLICATE®* Form approved.
Budget Bureau No. 42-R1425.

(May 1963) .o
; {Other instrue .3 on
U TED STATES Feverse § .
3 et - = e
DEPARTMMT OF THE INTER’IOR 0. LEASE Dzsxo\ulm AND apmu, NO.
GEOLOGICAL SURVEY U-12841..
6. 1r Ix N, AL ¥
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK | % "5"% _‘ T RRE NAME
la. TYPE OF WORK ) 7‘ R - Z <
DRILL (X DEEPEN [J PLUG BACK [ |7 % soxenunsr Bfs
b. TYPE OF WELL M E T = ¢ m
(\);:LL gAEsLL E] OTHER . g(x);ﬁm ;‘Jg‘: 1PLe B E FanM OR ,x.f':‘s’;;,’x‘ulf"
2. NAME OF OPEEATOR = ; : - = = . s
; Burton/Hawks, Inc. g ° wEL N°Rls§ht Fork Antelone
. ADDRESS OF OPLRATOR . Can von Federal #19-1
P. 0. Box 359, Casper, VWyoming, 82502 ¥] 10. FIELD AND POOL, OR WILDCAT
s xCATX?N OF WELL (Report location clearly and in accordance with any State requirements.*) 1 % Wildcat - Do
surface o= S
1INTL N
NEINE} Sec. 19, TES-R4W (505' FNL/ 645' FFL) | B S
At proposed prod. zone B o 5
i Sec. 19 'IBS—-R4W
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE? - 12. (.OUNTY on PARISH | 13. BTATE
14 miles from Duchesne, Utah , to the south 2 Duchesne ~ Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED .- T
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OR APPLIED FOR, ON THIS LEASE, FT. None 4300 R6 tarv 5 )
21. ELRVATIONS (Show whether DF, RT, GR, etc.) L 22 APPROX, DATE WORK WILL START*
7240 GR 27 E | April °o 1977
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8-3/4" 7" 20# ™D ?50 SX. Idea] F] agq (1 A
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IN ABOVE SBPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and propose new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical deptbs. Give blowout

preventer program, if any.
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Attachment to Form 9-331C "Application for Permit to Drill, Deepen , or Plug Back"

Burton/Hawks, Inc.

Right Fork Antelope Ca.nyon Federal #19-1
NEINE: Section 19, T6S-R4W

Duchesne County, Utah

10 ~ POINT PROGRAM

Geologic name of the surface formation:

The surface formation is_ the Green River formation.

~ Estimated 'topé of inportant geologic markers

At total depth of 4300' we will still be in the Green River formation.

Estimated depths of anticipated water, oil, gas, or other mineral bearing
formations.

Water may be encountered in the various sandstones down to 1000'. Gas is anti-
cipated in the "Wire Fence'" pay sandstone at 4250°'.

Casing program

A. 9-5/8" surface casing - 32# J-55 New; to a minimum depth of 200" (or
deeper if the pilot hole encounters a water flow).

B. 7" production casing - 20#, J-55 New; to approximately 4300',

B.0.P. Program (see attached dlagram)

A. 10" 900 Series Regan Hydril Type BOP, 13,000#
B. . 10" 900 Series Cameron Double-Gate (Pipe & blind) rams
One 2" fill line, one 2" kill line.

C. 10'" 900 Series casmgheads flanges and spools; 3000# working nressure,
6000# test.

Drilling fluid

Air drilling; air provided by two Dresser-Atlas air compressors. In the event

we must change over to mud, a water-base gel-chemical mud will be used.

Auxiliary Equipment

Sowx

One lower kelly cock

43" regular float at the bit

Monitoring system: visual

33" IF sub on floor with fully opening valve to be stabbed into drill
pipe when kelly is not in the string.

Testing, logging, and coring

No coring or testing anticipated. We intend to run a Gamma-Ray Induction,
FDC-Gr, and perhaps a temperature log.



10-Point Program
Page 2

.9. Abnormal pressuré or tenpera.tui'es

No abnormal pressures are anticipated. No HyS gas is anticipéted.

10. Starting date

Anticipated starting date would be April 20, 1977.

~ BURTON/HAWKS, INC.

- ) i T G . oo
Xeedloat € Ut df e

Robert E. Wellborn
Exploration Manager

ATTACHMENTS:

BOP stack diagram
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NTL-6 MULTI-POINT REQUIREMENTS Surface Use and Operations Plan

Well No. Burton/Hawks, Inc.

Right Fork Antelope Canyon Federal #19-1
NEZNE% Section 19, T6S-R4AW
Duchesne County, Utah

1. "EXISTING ROADS

A.

Proposed well site as staked. See accompanying topographic map. (Plate 1)
Access will be 10} miles east of Duchesne, Utah, via Highway 40 to the

- Antelope Canyon Road, turning south off said highway and driving approxi-

mately 18 miles to the proposed drill site. Roads marked in red on Plate 1.

No access road will be required at this location, as the road up the canyon
passes along the north edge of the location. :

Existing roads within the area include the Right Fork Antelope Canyon Road,
Nutters Ridge Road, Alkali Canyon Road, and the Left Fork Antelope Canyon
Road. All of these are dirt roads with native rock and are capable of heavy
truck traffic. Roads labeled on Plate 1.

This is a wildecat well

Road Maintenance: During drilling operations, sufficient road maintenance
will be done to insure that no road or resource damage or deterioation will
occur, - Maintenance will include:

(1) Maintain already constructed intercepting dips to the access roads to
their original size, shape and condition.

(2) Maintain road surfaces, leaving the present flare ditches intact and
functional. Rocks can be worked off the road, but fine materials will
be conserved for fill on the road.

(3) Deep dust or mud that accumilates during dry or wet periods will not be
bladed off the road.

(4) Any brush, timber slash or debris created by road maintenance will be
disposed of as directed by the District Ranger or Forest Service Re-
presentative. '

(5) Upon completion of the drilling operation, all cut and £fill slopes will
be restored and maintained to the standards acceptable to the District
Forest Ranger.
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NT1l~6 Multi-Point REquirements

Page 2

1. (F) (6) U.S. Forest Service Specification 10 will be followed in regard to road
maintenance:

(a)

(b)

(e)

Description: This work shall consist of the maintenance of gravel
and ‘native material on Ashley National Forest roads used by the
permittee. The locations of the roads to be maintained are shown
on the attached topographic map. Plate 1.

Maintenance Specifications: Surface blading is keeping a native
or aggregate roadbed in a condition to facilitate traffic and pro-
vide proper drainage. It includes maintaining the crown or slope
of road way, shoulder, drainage dips, lead-off ditches, berms,
turnout, and providing a level of smoothness appropriate for the

~amount of and kind. of traffic served.

The existing roadbed, including turnout, shall be bladed, shaped
to reasonably conform with the previous cross-section, and scari-
fied, if necessary, to eliminate previously established ruts or to
otherwise loosen the surface. Existing aggregate surfacing mater-
ial shall be bladed to conserve material and to prevent segregation

-of particle sizes. Rocks or other material remaining on roadway

surface after the final blading that fails to pass a 4-inch sieve
or are larger than the maximum size inported surfacing, shall be

‘removed from the road surface. The oversize material shall be

bladed from the roadway.

Roadway cut slopes, ditches, and/or berms shall not be undercut.

At intersections, the roadbeds of side roads shall be graded for
a reasonable distance to assure proper blending of the two riding
surfaces.

Drainage dips and lead-off ditches shall be cleaned and maintained
to conform reasonably to their previous line, grade, and cross-section.

Maintenance work shall be scheduled with the District Ranger before

beginning the work. This is necessary to take advantage of favor-
able local weather and moisture conditions.

Drainaée cleaning: Drainage cleaning is removing and disposing of
all slough material from roadside ditches, lead-off ditches, inlet
and outlet ditches at culverts to provide an unobstructed waterway

~ conforming reasonably to previous line, grade, and cross-section.

Slough material removed from the ditch may be blended into existing
native road surface or shoulder or placed in designed berm in con-
junction with surface blading operations. Slough material from
ditch cleaning operations shall not be blended into aggregate sur-
faced roads unless otherwise agreed.

Where cross drainage is obtained by dips in the roadbed rather than
culverts, these existing drainage dips shall be reshaped as originally
constructed.

Bridge deck, cattleguard, and culvert cleaning will be considered
as part of this specification.



NTL-6 Multi-Point Requlrements
Page 3

1.

(F) (6) (d) Clea.ring: A minimum amount of clearing is considered a normal

part of routine maintenance. This would include downfalls and
leaning snags that are a hazard to the normal operation of the
road. All such material shall be disposed of by the permittee by
blading to the side of the road where it can later be retrieved
and disposed of by the government.

(e) General: Normal surface blading is estimated to take at least
two passes of a motor grader per lane.

-(f) Inspection Procedure: Periodic inspections to determine compliance

with the specifications herein will be made by the Government. Ac-
ceptance will be determined by these inspections. Areas not meeting
specifications shall be reworked by the permittee to bring them up
to the required standard.

(G) U.S. Forest Service 36 in regard to Reshape and Finish Ex1st1ng Roadway,
: will be followed.

(1)

(2)

(3)

Description: This work shall consist of restoring the roadway, such as
removing slides, cleaning ditches, restoring previously installed drain-
age, scarifying, and reshaping the roadway in accordance with these
specifications and as shown on drawings or staked on the ground.

Construction Requirements:

(a) Conditioning existing roadway. FExisting roadbed shall be scarified
where needed for the full width and to a depth sufficient to elimin-
ate surface irregularities. Scarified roadbed shall then be bladed,
shaped, and placed to restore the surface to typical cross sections
to provide a reasonably smooth traveled way. All deleterious mater-
ial and stones over 4 inches in greatest dimension encountered dur-
ing the operation shall be removed. Materials so removed shall not
be left on shoulders or in ditches. Slide material shall be removed
and used, if suitable, or disposed of as shown on drawings or as
agreed. All ditches and drains shall be reshaped and cleaned where
necessary to insure efficient drainage. Backslopes shall not be
undercut. '

Additional Material: Additional material used to restore roadway to the
required lines, grade, and cross-section shall consist of suitable borrow,

~ except where base course and/or surface course is required. Fach of these

(4)

(5)

materials shall be spread in a uniform layer, thoroughly mixed, placed,
and shaped as outlined above.

Disposal of Surplus Material: Surplus material shall be disposed of at
locations shown on drawings by widening embankments, flattening slopes,
or by depositing at agreed locations.

Rock Sections: Rock sections and other sections where the natural mater-
ial is not suitable for cushion need not be scarified, but shall be brought
to grade with a minimum cushion of suitable borrow and/or aggregate base
course as shown on drawings, and entire roadway shall be brought to the
final elevation and shape as shown on drawings.
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1.

(G) (6) Damaged structures: All work shall be done so as to avoid damage to
existing drainage facilities, and any such damage resulting from con-
struction operations shall be repaired by permittee.

(7) Finishing: Roadway shall be finish-shaped to conform with the typical
- section shown on drawings.

PLANNED ACCESS ROADS:

See Plate 1 (Inset Map). No access road required. No culverts needed; essentially
flat terrain at drill site; no gates or cattleguards necessary.

LOCATION OF EXISTING WELLS:

See Plate 1. lLocated within a two-mile radius of the proposed drillsite is our
Burton/Hawks Right Fork Antelope Canyon Federal #25-1, a shut-in gas well. This
well is approximately 1.9 miles to the southwest. .Also, within a two-mile radius
of the proposed location is our proposed location Nutters Ridge Federal #13-1.

No other wells are known to exist within the two-mile radius.

LOCATION OF EXISTING AND/OR PROPOSED FACILITIES:

A. No facilities located within 1 mile radius of propésed drillsite.

" B. (1) All production facilities will fall on the existing well pad.

(2) See accompanying plat of production facilities (Plate 3). _ X

(3) The surface at the proposed location contains some gravel and cobbles,
and this material would be utilized for any further construction.

(4) The facilities and production pit will be fenced with fencing ade-
quate to keep livestock and wildlife out.

C. That part of the area no longer essential for production facilities, and
space for a workover rig, will be graded back to slope, and restored and
reseeded as per requirements of the U.S. Forest Service.

LOCATION AND TYPE OF WATER SUPPLY

A. The source of water supply will be located in Section 6, TS5S-R3VW, the
~ junction formed by Sowers Creek and Antelope Creek. Water is purchased
from an area rancher.

B. The water will be hauled by water truck (100 bbl. capacity) along the roads
shown on the map.

C. No tractors or heavy equipment will be placed in drainage channels without
consent of the Forest Service.

SOURCE OF CONSTRUCTION MATERIALS

A. Construction materials should not be necessary at this location, as the sur-
face material will be utilized. Native materials available on the site will
be used if necessary.
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6. B.
C.
D.

Any materials used would be from Federal lands.

No outside materials such as sand gravel, etc. would be obtained from
outside sources.

No access roads needed to obtain materials.

7 METHODS OF HANDLING WASTE \'IATERIAIS

A.

Cuttings. Air drllled cuttings are blown into the blooie plt They will
be bulldozed over if essentially dry. If significant water is made to the

pit, then it will be pumped out and disposed of as directed by the Duchesne
District Ranger _

Drilling fluids. In the event we have to mud up, the drilling mud will be

contained in the reserve pit. Following drilling operations this would be
pumped out and disposed of as (A) above. Reserve pits will have sufficient
capacity to prevent drilling waste from polluting live streams. If a well
is dry, the waste material will be pumped back into the drill hole. If
developed into a producing well, it will be hauled away. Reserve pits will
be so constructed to insure that no leakage, overland flow or pit failure

‘will occur. Should the initial reserve pit become full prior to completion

of drilling, excess waste will be disposed of as approved by the Duchesne

‘District Ranger or Forest Service Representative.

Sewage: A porta-toilet is on Jlocation at all times. Contents are hauled out
and disposed of by the company from whom we are leasing. Sanitation and the
disposal of all waste and refuse will be accomplished in a manner that is
within the framework of the Pollution Statement Act (E.O. 11507).

Garbage and Trash: This will be stored in a fenced trash pit, and hauled out
to a dump during the final cleanup operation, or whenever the quantity be-
comes excessive.

Cleanup of Well Site: When the rig moves out, the area will be thoroughly
cleaned up, trash hauled away and disposed of properly, and the reserve
and blooie pits pumped out as soon as practical following completion or
plugging operations.

ANCILIARY FACILITIES

None planned.

WELL SITE LAYOUT

Drill site will require approximately 2% acres to accommodate drilling rig, mud
tanks, reserve pits, equipment, and vehicles. Drill sites will be leveled as re-
quired, but not to exceed 270' by 375'. A reserve pit measuring 75' x 50' x 8'

deep and a blooie pit measuring 75' x 40" x 5' deep will be excavated.

A. Cross-section of drill pad with cuts and fills to be furnlshed by Casada

Construction Company.
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9. B.
C.
D.
E.

10.

11.

Enclosed is Plate 2 showing Burton/Hawks Drilling Co. Rig No. 1. Diagram
shows complete overhead view of drilling rig (reserve pit, blooie pit;
compressors, pipe racks, substructure, mud pumps, etc.). Also on Plate 2
is the actual pad diagram giving dimensions of the actual pad size and con-
figuration.

Rig orientation is shown on Plate 1 (Inset map) with the parking areas,
soil material stockpile so labeled.

Pits will be unlined, unless we are otherwise directed.

All brush and trees removed from the site will be disposed of as directed
by the Duchesne District Ranger or Forest Service Representative.

PLANS FOR RESTORATION OF THE SURFACE

After completion of drilling and/or completion operations, all equipment and
other material not needed for operations will be removed.

A.

E.

If a dry hole. Backfill all cuts and restore surface to original contour.

~ Stockpiled topsoil will be distributed over the area.

Revegitation of surface will be conducted as per requirements of the Duchesne
District Ranger. :

Pits will be fenced if there is any delay in pumping out and infilling.
Commence cleanup operations immediately on moving out rig. Pump pits as
soon as possible, and start surface restoration work (2-3 weeks). Reseed

area at a time and in a manner recommended by the Forest Service.

If a producer, see Section 4-C.

OTHER INFORMATION

A.

The proposed drill site falls in a canyon with a reasonably flat floor. The
ridges surrounding the drill site are sandstone in nature and support a growth
of pinion and juniper trees. The brush (sagebrush and creosote bush) that at
one time covered the valley floor has been removed and the area disked by the
Forest Service in an attempt to start a growth of grass or alfalfa on the
canyon floor. The only observed fauna has consisted of ground squirrels,
jackrabbits, and occasional birds. All precautions will be taken to protect
the environment and resources on and adjacent to the operations.

The entire surface falls within the Ashley National Forest.
There is no evidence of running water in the area, except at spring runoff

time; no nearby dwellings; and no evidence of archeological, culteral, or
historical sites in the immediate ficinity.

D. Safety. Burton/Hawks will install signs warning the public of heavy truck

traffic on single lane roads and hazardous locations.
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11.

12.

13.

E. Fire Plans. All internal combustion engines will be equipped with approved
mufflers or spark arrestors during periods of fire danger. During drilling
operations, a fire tool cache will be located on each drill site. This cache
will consist of a minimum of two pulaskis and three shovels in a sealed box
plainly marked for "fire use only".

F. All conditions of the Department of Agriculture stipulations and the lease
special stipulations not herein mentioned will be observed and followed.

G. 4Catt1eguards meeting Forest Service Specifications will be installed at all
- designated fence locations.

H. Should there become producing wells an operation plan for the productlon
phase will be negotiated.

I. All ingress and egress to the drill site will be on established access roads.
- No off-road vehicle use will be permitted without the consent of the Forest
Service.

LESSEE'S OR OPERATOR'S REPRESENTATIVE

Rance -Denton

P. O. Box 79
Duchesne, Utah, 84021
(801) 738-5351

CERTIFICATION

‘I hereby certify that I, or persons under my direct supervision, have inspected’

the proposed drill site and access route; that I am familiar with the conditions
which presently exist; that the statements made in this plan are, to the best of
my knowledge, true and correct; and, that the work associated with the operations

- proposed herein will be performed by Burton/Hawks Drilling Co., P. 0. Box 359,

Casper, Wyoming, 82602, and its contractors and subcontractors in conformity with
this plan and the terms and conditions under which it is approved.

Rance Denton, Tool Pusher

Name and Title
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CROSS-SECTION AND ROAD STRUCTURE TERMS

CLEARING LIMITS

1-LANE ROAD - OUTSLOPED - WITHOUT PAYEMENT STRUCTURE

A
»
- [ I i ————
~ X.l CLEARING LIMITS JAY v
GkaUN
Ling
o ¢
, . QQ% -t -
Di1TcH DEPTH |

SUBGRADE” ;

ROADBED OR
L‘E“— TRAVELED WAY®

OITCH WIDTH

LLANE ROAD WITHOUT PAVEMENT STRUCTURE \

B

Roadbed Width = 12' w/10' turnouts
Clearing Limits =

X =3

Y =0or => 9' from center line
Fi11 Slope = 2]
Back Slope = 2:1
Ditch Width = 4"

Ditch Depth = 1



= BURTON,/HAWKSINC.

First Nat»onai Bank Building
P. O. Box 359

Casper, Wyoming 82602
307/234/1593

March 22, 1977

-

U.S. Geologhcal Survey . 'éaj:e of Utah
Federdl Building _ Division of Oil, Gas and Mining
125 South State Street . - 1588 West North Temnle
Sﬁl" Lake/City, Utah, 841;1 Salt Lake City, Utah, 84111
[ " Re: Burton/Hawks, Inc.

Right Fork Antelope Canyon Federal #19-1
NEZNEZ Sec. 19, T6S-R4W
Duchesne Oounty, Utah

Gentlemen:

Fnclosed please find the followmg information pertaining to the drill-

ing of the above.

vith 10-Point and

2. Revised location plat.

If further information is required, please let us know.

Yours Very truly,

BURTON/HAWKS, INC.

okt € Wi i
Robert E. Wellborn,
Exploration Manager

Enclosures

cc: John Vasten, USFS, Duches,ne', Utah

U A
o RECEer

%/ MAR 24 1977
Division ¢
EAS, & MiNING, =
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Porm 9-381C : ) SUBMIT IN o PLICATE® Form ngproved
(May 1963) (Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES : -~ reverse side) o :
DEPARTMENT OF THE lNTERIOR 5. LEASE CESIGNATION FeTy SEBIAL NO.

GEOLOGICAL SURVEY ' U-12841° -
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK 6 ’ I-:\Dml“wfm ?‘,R.m_f" A

PR

1a. TYPE OF WORK

2 4

DRILL 4 DEEPEN [] PLUG BACK [ '_r":""
b. TYPE OF WELL : _ : e i
WeLL WELL OTHEIR i rone " 5 ’L ARM
2. NAME OF OPKERATOR é ; 2 : . 3
8. wa "°R19;ht Eork Antelone

Burton/Hawks, Inc.

3. ADDRESS OF OPERATOR
Ca.nzgg Federal- #19-1
m EIELD AND t'oot., OR WILDCAT

P. 0. Box 359, Casper, VWyoming, 82602

4 ‘Iﬁcu'l;m OF WBLL (Beport location clearly and in accordance with an nts.¥) H I W lldcat :t ;-' 2
surface : —
NEANE} Sec. 19, T6S-R4W (505! 11, szc, T, B, M., OB BLK..

j; AND suxv" on Ann -
At proposed prod. zone

:‘7' Sect 19 'IGS-R4I‘I

TG we

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE® ;f 12, COU"T! Ol PARISH 13_ 8STATE
14 miles from Duchesne, Utah , to the south . Duchesne - Utah
10, DISTANCZ FROM PROPOSKD® . 16. NO. OF ACRES IN LEASE 17. No.:oF ACRES ASSIGNED = ™
PROPERTY OR LEARE LINE, P ' IS WL = 4
P e @2 <
(Also to nearest drig. unlt line, if any) 505 920 160,.- -2 Lo R
18. DISTANCE FROM PROPOSED LOCATION® 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS ..
TO NEAREST WEBLL, DRILLING, COMPLETED, x <
OR APPLIED FOR, ON THIS LEASE, FT. None 4300 Rotarv B3 :
21. ¥L¥VATIONS - (Show whether DF, RT, GR, etc.) . 3 L 22 APPROX; DATE won: WILL STARY®
-3 4
7240 R I 2R Anr11 20 19’77 2
3. PROPOSED CASING AND CEMENTING PROGRAM : &5 .

SIZE OF HOLE 81ZE OF CABING WEIGHT PER FOOT BETTING DEPTH - .‘ 3 . L
123" _ 9-5/8" 32% 200" To s'ar;racéj T s 2
8-3/4" AN 20# D 250 sx - : s

' ’ EEE “ 5
1) Intend to drill a 4300' test into the Green River formation . = = 2

2) Blowout Preventor Program: _ =
a. 10" 900 Series Regan Hydril Type BOP 5
b. 10" 900 Series Cameron Double-Gate (pipe & bliind) rams
c. 2" openlng for choke system, 3000# )
d. 2" ki

RECFNEU

MAR 24 1971

ON SF oL
% MlNING

il UTE 00

LEHGLAOS

ivist
GAS,

e GQUIICLY

IN ARBQVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug hack give data on present productlve zone and propoud new’ productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. (:I've blowout

preventer program, if any.

24,
atoNED nrez _ EXploration Manager : -
(This space for Fedvral or State office use) ; . . o : .
APPROVED BY: THE:DIVISION OF
PERMIT NO. APPROVAL DATE
OIL, GA;S AND MINTNG .
APPROVED BY - TITLE i

CONDITIONS OF APPROVAL, l' ANY:

*See Instructions On Reverse Side



r‘ BUR TON/HAWK &;/NG | - VEVE OF NEVA, SEC. 19

76S, R4W, US. B M.
WELL SITE LOCATION
ﬁ’/ GHT FORK of AN TE LOPE CANYON
N89°54'W
FEDERAL h{h
/9_/ ‘ 01--645 -»

' GROUND ELEV.
i 7240' (U.5.6.5. MAP)
: NORTH
! /9
i . - ’ SCALE + 1"=1000'
1 |

LEGEND & NOTES - SURVEYOR'S CERTIFICATE

‘ I HEREBY CERTIFY THAT THIS PLAT

& ORIGINAL STONES FOUND » WAS PREPARED FROM FIELD NOTES

. : - OF AN ACTUAL SURVEY PERFORMED

THE BASIS OF BEARINGS FOR THIS BY ME DURING WHICH THE MONUMENT\

SURVEY WAS DETERMINED BY SOLAR . SHOWN WERE FOUND OR ESTABLISHED,

OBSERVATION., ORIGINAL GENERAL s

LAND OFFICE NOTES AND PLATS ON g ) % %en%; ‘g ?/_, ’ %sé

FILE WITH THE UTAH DEPARTMENT OpP/ .0 0 RY I, ALLRED, REGISTERED

NATURAL RESOURCES WERE USED 0," ’\." R ND SURVEYOR, CERT.#3817

REFERENCES AND CALCULATIONS, .

ALLRED - PEATROSS ASSOCIATES

P. O. Drawer C
DUCHESNE, UTAH 84021
{801) 738.5352 4

- 1/7/77

76-123~-008




Form 9-331C
(May 1963)

v . .
UNITED STATEG:

SUBMIT IN TI

(Other fnstructions on
reverse side)

DEPARTMENT OF THE INTERIOR
GEOLOGICAL SURVEY

CATE*

Form approved.
Budget Bureau No. 42-R1428.

K =

5. LLABE DlslG&AﬂO‘i -l)!} SEEIAL NO

U-12841

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK
e mmmor mowx DRILL [ DEEPEN []
b. TYPE OF WELL <

—4 fonl
2 <
S

. U'u:r AGmthT \_\u!l N

3
EJ\ z
T

2. NAME OF OPERATOR

Burton/Hawks, Inc.

FEB 31
DIvVisiON o 377

Uit w1l

8. ADDRESS OF OPERATOR

P. O. Box 359, Casper, Wyoming, 82602

%GAS & MINiNG

3 ELL Fo: nght “Fork Antelope
Canyon Federal #19-1

T

At surfa

4. LOCATION %7 wELL (Report location clearly and in accordance with any Stit

NEINE} Sec. 19, T6S-R4W (505' FNL/545

At proposed prod. zone

ulrem\??(a.‘)

IO ruu.u AND PDOL OR" wn.nu!

n 16 Ok

¥

. SEC, T, k M., OBBLK
"AHD SUHYEY 08 AREA

Sec 19, ms-m?v-

. 14. DISTANCR IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICcE®

14 miles from Duchesne, Utah

oz

12 cotmn ox PARISH -13 STATE

Duchesne =

10, DISTANCE FROM PROPOSED*
LOCATION TO NEARBST
PROPERTY OR LEASE LINE, FT.
(Also to nearest drlg. unit line, if any)

16. NO. OF ACRES IN LEASE

505’ 920

17. No.. DB‘ ACRES ASSIGNED 5

=0 TuIg fé'ﬁ acres

18. DISTANCE FROM PROPOSED LOCATION®
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT.

19. PROPOSED DEP
N/A 42007

20. ROTA‘B!’ on— CABLE TOOLS -

Rotary*» E

21. EIRVATIONS (Show whether DF, RT, GK, etc.)

®

i

22 APPROX, DATE WOBK WXLL S8TART*

February 24 1977

Section 19:

N%, SE%, NiSW}, SEISwi

7240' GR
23. PROPOSED CASING AND CEMENTING PROGRAM. ¢ I _;} < = :
BIZE OF HOLE S1ZE OF CASING WEIGHT PER FOOT S8ETTING DEPTH f b = QUANTXT! Ol' CHMENT =
123" 8-5/8" _24# 200" 'Ib surface SRRSO
. F3. d.E F
35 dis =
. L .. - & " 5 )
Township 6 South, Range 4 West, - 3§ oz a,
R
- E‘
9

Section 20, Wi

Blowout Preventor:

920 acres

No choke line.

Intend to drill a 4200' test into the Green River érmation.

8" Shaffer, 33" Drill Pipe Rams, one 2" f111
Kill line. :

i

filemuag' foon gsu'h OF {,CGO00LTT 8 %9
anfecdaoty Py b

COMGu Ll

=
B
Y

F

IN ABOVE SBPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productlve zone and propose&new productive

Lone.
preventer program, if any.

If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertlcal depths

Give blowout

24.

SIGNED

TITLE

1harn

(This space for 7eral or State office use)

-Bp) 7

3-//3

PERMIT NO.

APPROVAL DATE

APPROVED BY

TITLE

CONDITIONS OF APPROVAL, IF ANY

*See Instructions On Reverse Side
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. BURTON/HAWKSINC.

First National Bank Building
P. O. Box 359

Casper, Wyoming 82602
307/234/1593

February 2, 1977 OPERATING PLAN Duchesne Cty, Utah

A.

B.

LEASE NO., NAME AND IOCATION OF WELLS

1. Lease No. U-5635 -—Nutterszidge Fed.#13-1, NWINE} Sec. 13, T6S-R5W

2. Lease No. U-12841 -Right Fork Antelope Canyon Fed.#19-1,NEiNEZ Sec. 19,T6S-R4W
Prior to beginning any clearing, construction or operations, including road and .
drill site location and construction, Burton/Hawks, Inc. will contact the
Duchesne District Ranger or designated Forest Service Representative.

ROAD CONSTRUCTION

1. Federal #13-1 - access will be via Sowers Canyon Road to Forest Development
Road 333; then via FDR 333 to drill site. FDR 333 is an improved dirt road,
so no additional road construction will be required.

2. Federal #19-1 - access will be 10% miles east from Duchesne via Highway 40
to the Antelope Canyon Road, turning south off said highway and driving
approximately 5 miles to the drill site.

(a) Access roads will be constructed in such a manner that a minimum amount
of soil and ground cover will be disturbed. Any road location must be
approved by the Duchesne District Ranger prior to construction. Any de-
viation from the approved location and SI~12 standards with intercepting
dips must be approved by the Duchesne District Ranger prior to making
the change. ,

(b). The maximum grade allowed on relocated sections will be 6%; except on
short pitches up to 200 feet, 8% will be permitted.
(c) Road cuts and fills will be finished to a 1%:1 ratio or flatter.

(d) Road will be sloped to insure full and complete drainage. Intercepting
dips and flare ditches will be staked by the Forest Service.

(e) Remove only trees and brush necessary to obtain good road alignment.

(f) Vegetation removed in road construction will be disposed of as directed
by the Duchesne District Ranger or designated Forest Service represent-
ative. ' ’ ’

(g) Specification 36 (attached) will be followed.



OPERATING PLAN
BURTON/HAWKS, INC.
DUCHESNE, UTAH

_ Page 2

C. ROAD MAINTENANCE

During drilling operations, sufficient road maintenance will be done to insure
that no road or resource damage or deterioration will occur. Maintenance will

include:

(1) Maintain already constructed intercepting dips to the access roads to
their original size, shape and condition.

(2) Maintain road surfaces leaving the present flare ditches intact and
functionable. Rocks can be worked off the road, but fine materials
will be conserved for fill on the road.

(3) Deep dust or mud that accumlates during dry or wet periods will not
be bladed off the road.

(4) Any brush, timber slash, or debris created by road maintenance will be
disposed of as directed by the District Ranger or Forest Service re-
presentative.

(5) Upon completion of the drilling operation, the access road, including

: drainage and cut and fill slopes will be restored and maintained to the
standard acceptable to the District Forest Ranger.

(6) Specification 10 (attached) will be followed.

D. DRILLING SITES

Each drill site will require approximately one and one-half acres to accomodate

drilling rig, mud tanks, reserve pits, equipment, and vehicles. Well locations
are shown in Paragraph A.

Requirements:

1
(2)
(3)

(4)

(5)

Drillsites will be leveled as required, but not to exceed 200 feet x 350
feet. Also a reserve pit of 75 feet x 50 feet x 8 feet will be excavated.

All brush and trees removed from the site will be disposed of as directed
by the Duchesne District Ranger or Forest Service representative.

Reserve pits will be so constructed to insure that no leakage, overland
flow or pit failure will occur.

Should the initial reserve pit become full prior to completion of drilling,
excess waste will be disposed of as approved by the Duchesne District
Ranger or Forest Service representative. :

Upon completion of drilling operations, reserve pits will be pumped and
material disposed of as directed by the Duchesne District Ranger or
Forest Service representative. Pits will be restored to natural condi—
tion and made solid.



OPERATING PLAN
BURTON/HAWKS, INC.
DUCHESNE, UTAH
Page 3

(6) During the drilling period, pits will be fully fenced to a height of at
' least 54" with woven and/or barbed wire.

(7) All top soil removed in leveling and reserve pit construction will be
stockpiled to be replaced over the operation and pit areas during site
restoration.

(8) On completion of the drilling operation, the drill site and reserve pits
will be restored to natural contour of the surrounding topography, and
stockpiled top soil will be spread over the restored area.

(9) Reserve pits will have sufficient capacity to prevent drilling waste
from polluting the live streams. If a well is dry, the waste material
will be pumped back into the drill hole. If developed into a producing
well, will be hauled away.

(10) The restored area will be fertilized and reseeded as prescribed by the
Forest Service representative.

(11) All precautions will be taken to assure public safety in drilling and

h associated operations. ’

WATER SUPPLY

Water is not present on any of the drilling sites. There are small streams in
Indian, Sowers, and Left and Right Antelope Canyons, but most drainages con-
‘tain water only during periods of runoff.

(1) If water is hauled to drilling sites, Burton/Hawks will obtain permission
from appropriate land owner and/or water rights owner.

(2) No tractors or heavy equipment will be placed in drainage channels without
consent of Forest Service.

(3) Restoration

SANTTARY FACILITIES

(1) No campsite or housing facilities will be located on the Forest Land with-
out the consent of the Duchesne District Ranger.

(2) A toilet will be supplied by Burton/Hawks for use of the drilling crew.
Disposition and servicing of toilet will be the responsibility of the
Company representative.

FIFID COORDINATION
(1) John Vasten will be the Forest Service representative.

(2) The Company will designate a field representative who will be responsible
for operations under this plan, giving name, address, and telephone numbers.
Rance Denton (801) 738-5351; or Duchesne (801) 738-2301, Vernal (801) 789-
4200; Rig No. 694 or GMC No. 691



OPERATING PLAN
BURTON/HAWKS, INC.
- DUCHESNE, UTAH
Page 4

H. SAFETY

(1) Burton/Hawks will install signs warning the public of heavy truck traffic
on single lane roads and hazardous locations.

I. FIRE PLANS

(1) All internal combustion engines will be equipped with approved mufflers
or spark arrestors during periods of fire danger.

(2) During drilling operations, a fire tool cache will be located on each
drill site. This cache will consist of a minimum of two pulaskis and
three shovels in a sealed box plainly marked for '"fire use only'.

K. GENERAL

(1) All precautions will be taken to protect the environment and resources
on and adjacent to the operations.

(2) Sanitation and the disposal of all waste and refuse will be accomplished
in a manner that is within the framework of the Pollution Statement
Act (E.O. 11507).

(3) All conditions of the Department of Agriculture stipulations and the lease
special stipulations not herein mentioned will be observed and followed.

(4) Cattleguards meeting Forest Service Specifications will be installed at
all designated fence locations.

(5) Should these become producing wells, an operation plan for the production
phase will be negotiated.

(6) AL ingress and egress to the drill sites will be established access roads.
No off-road vehicle use will be permitted without the consent of the con~
sent of the Forest Service.

The undersigned have read the foregoing Operating Plan and agree to accept and abide
by all terms and conditions set forth.

BUR’ION/HAWKS INC.

U. S. FOREST SERVICE (Q)ert E Wellborn,
Exploration Manager

DFR, Duchesne Ranger District

Forest Supervisor, Ashley Nat'l Forest
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1.1

3.1

3.2

3.3

3.4

SPECIFICATION 36 - RESHAPE AND FINISH EXISTING ROADWAY

Description

This work shall consist of restoring the roadway, such as,

.removing slides, cleaning ditches, restoring previously in-

stalled drainage, scarifying, and reshaping the roadway in
accordance with these specifications and as shown on drawings
or staked on the ground.

Construction Requirements

Conditioning Existing Roadway. Existing roadbed shall be
scarified where needed for the full width and to a depth
sufficient to eliminate surface irregularities. Scarified
roadbed shall then be bladed, shaped, and placed to restore
the surface to typical cross sections to provide a reasonably
smooth traveled way. A1l deleterious material and stones
over 4 inches in greatest dimension encountered during the
operation shall be removed. Materials so removed shall not
be left on shoulders or'in ditches. Slide material shall be
removed and used, if suitable, or disposed of-as shown on

~ drawings or as agreed. All ditches and drains shall be re-

shaped and cleaned where necessary to insure efficient
drainage. Backslopes shall not be undercut.

Additional Material. Additional material used to restore .
roadway to the required lines, grade, and cross section shall
consist of suitable borrow, except where base course and/or
surface course is required. Each of these materials shall be
spread in a uniform layer, thoroughly mixed, placed, and
shaped as outlined above.

Disposal of Surplus Material. Surplus material shall be
disposed of at locations shown on drawings by widening em-
bankments, flattening slopes, or by depositing at agreed
locations. o

Rock Sections. Rock sections and other sections where the
natural material is not suitable for cushion need not be
scarified, but shall be brought to grade with a minimum

-cushion of suitable borrow and/or aggregate base course as
“shown on drawings, and entire roadway shall be brought to the
. Final elevation and shape as shown on drawings.

36-1



3.5 Damaged Structures. A1l work shall be done so as to avoid
damage to existing drainage facilities, and any such damage

resulting from construction operations shall be repaired by .
permittee.

3.6 Fihishing. Roadway shall be finish-shaped to conform with
the typical section shown on drawings.

36-2



CROSS-SECTION AND ROAD STRUCTURE TERMS

CLEARING LIMITS

L-LANE ROAD - OUTSLOPED - WITHOUT PAVEMENT STRUCTURE
A

+ CLEARING LIMITS — =~ =L
X l'v— — ¥

SUBGRADE

, ROADBED OR

re [ f TRAVELED way
o

ITCH wi1DTI

V-LANE ROAD WITHOUT PAVEMENT STRUCTURE \

Roadbed Width
Clearing Limits

12" w/10' turnouts

i

X=3"
Y=0o0r => 9' from center line
Fill Stope = 2.3
Back Slope = 2:1
Ditch Width = 4
Ditch Depth = 1!
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1.1

2.1

SPECIFICATION 10 -‘ROAD MAINTENANCE

Description

This work shall consist of the maintenance of gravel and
native material roads on the Ashley National Forest used by
the permittee. The locations of the roads to be maintained
are shown on the attached reference map.

Maintenance Specifications

Surface Blading. Surface b]ad}ng is keeping a native or

aggregate roadbed in a condition to facilitate traffic and
provide proper drainage. It includes maintaining the crown
or slope of roadway, shoulder, drainage dips, lead-off

-ditches, berms, turnouts, and providing a level of smoothness

appropriate for the amount and kind of traffic served.

The existing roadbed, including turnouts, shall be bladed,
shaped to reasonably conform with the previous cross-section,
and scarified, if necessary, to eliminate previously estab-
lished ruts or to otherwise loosen the surface. Existing
aggregate surfacing material shall be bladed to conserve
material and to prevent segregation of particle sizes. Rocks
or other material remaining on roadway surface after the
final blading that fails to pass a 4-inch sieve or are larger
than the maximum size imported surfacing shall be removed

from the road surface. The oversize material shall be bladed
from the roadway. :

Roadside cut slopes, d1tches, and/or berms shall not be
undercut.

" At intersections, the roadbeds of side roads shall be graded

for a reasonable distance to assure proper blending of the
two riding surfaces.

Drainage dips and lead off ditches shall be cleaned and main-
tained to conform reasonably to their previous line, grade,
and cross-section.

; Maintenance work shall be schedu]ed with the District Ranger

before beginning the work. This is necessary to take ad-
vantage of favorable local weather and moisture conditions.

10-1



2.2

2.3

2.4

2.5

Drainage Cleaning. Drainage cleaning is removing and dis-
posing of all slough material from roadside ditches, leadoff
ditches, inlet and outlet ditches at culverts to provide an
unobstructed waterway conforming reasonably to previous line,
grade, and cross section. :

Slough material removed from the ditch may be blended into
existing native road surface or shoulder or placed in de-
signed berm in conjunction with surface blading operations.
Slough material from ditch cleaning operations shall not be
blended into aggregate surfaced roads, unless otherwise
agreed.

Where cross. drainage is obtained by dips in the roadbed
rather than culverts, these existing drainage dips shall be
reshaped as originally constructed.

Bridge deck, cattleguard, and culvert cleaning will be con-

sidered as part of this specification.

Clearing. A minimum amount of clearing is considered a
normal part of routine maintenance. This would include
downfalls and leaning snags that are a hazard to the normal
operation of the road.' A1l such material shall be disposed
of by the permittee by blading to the side of the road where

it can later be retreived and disposed of by the Government.

General. Normal surface b]ading is estimated to take at

Teast two passes of a motor grader per lane.

Inspection Procedure. Periodic inspections to determine

compliance with the specifications herein will be made by the
Government. Acceptance will be determined by these inspec-
tions. Areas not meeting specifications shall be reworked by
the permittee to bring them up to the required standard.

10-2



‘v ) T . g

BURTON/HAWKS,INC.

First National Bank Building
P. O. Box 359

Casper, Wyoming 82602
307/234/1593

12-POINT PROGRAM

December 20, 1976

Mr. Ed Guynn

U.S. Geological Survey
8416 Federal Building

125 South State Street
Salt Lake City, Utah 84111

re: Burton-Hawks, Inc. ' Burton-Hawks, Inc.
Federal 13-1 : : Federal 19-1
NW NE Sec. 13, T6S-R5W NE NE Sec. 19. T6S-R5W
Duchesne County, Utah Duchesne County, Utah
Dear Ed:

The following is Burton-Hawks, Inc.'s 12 Point Program for the above
captioned wells.

1. Access to. .the drill site will be 10% miles east from Duchesne via
Highway 40 to the Antelope Canyon Road, turning south off said

highway and driving approximately 4 miles southwest to location.

2. The dotted road is new construction necessary to get to the drill
site.

3. The location of the well is shown on the accompanying survey plat.
4. Lateral roads to new locations would be submitted at a later date.

5. Tank batteries and flow lines for a discovery well are shown on the
' accompanying rig layout plans.

6. Water for the drllllng operatlons will be hauled by truck from local
area ranchers.

7. sStorage and removal of trash, garbage, and pollutants. All trash,

garbage, etc. will be kept in containers and hauled out to a sanitary

landfill. No trash or environmentally hazardous materials will be
disposed of in the reserve pit. All wastes and by-products of this
operation that might be detrimental to plant or anlmal life will be
disposed of in a sanitary landfill.



8. & 9. No camps or airstrips are planned.

10.

11.

12.

Yo

A plat of the drilling rig is included.

Restoration; Upon completion of activities, the site and road will be
immediately restored to its original condition.

The reserve pit will be pumped out immediately at the close of drilling
operations. The sludge pumped out must be disposed of at a sanitary
landfill. A small amount of drill waste will be left in the reserve
pit and covered with four feet of soil.

The drill pad will be ripped and restored to its original grade.
The stored topsoil will be spread over it. If necessary, additional
top soil:l will be hauled in to assure a good medium for plant growth.

The newly constructed road will be obliterated and reseeded to grass
at the close of operations. All portions of the road to be restored
will be ripped and the soil moved back in place to its near original
condition. -

All disturbed areas will be reseeded according to the directions of
the Duchesne District Ranger or hig designated Forest Service
Representative.

The access road and location lie in sagebrush and creosote covered
terrain reasonable flat in nature.

s yvery truly

Lll fsine

Robert E. Weilborn
Exploration Manager

Attachments
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STATE OF UTAH : }} l
DIVASION GAS MINING ;
B/SW D gy G ta s
%% FILE NOTATIOQNS #¢
Date: g Z;:// ; j -
Operator: J/«f - i
Well No. L e s o LT/
Logation: Ses. . / Tq T, éJ/ Ré[/‘{j .t County: W
File Prepared ‘/ Entered on N.I.D, ;
L VA R
Card Indexed / Completion Sheet |/
Chacked By:
Adminlstrative Assistant: ]
Remarks : /Zﬂ JQ,’%&U/(/LZ// l
Petroleum Engineer:
Remarks:
Directon: 2/
Remarks:
, L - oo
Inolude Within Appmoval Letter: j ’L _;:,Lw*J’" [v«b"" '(a"
ol s S . ( & Izal
BWMMW v Supvey Plat Required /[ /
Order No, —— Surface Casing Change /[ 7/
‘ m-/ to —e
Rule £-3(¢), Topographical exception/company owns or controls acreage
within a 660' radlus of proposed site T
OOK- Rule Q"a / |§ ? O'KQ In - . Wit / ; N
Other:

/ Ié Z Letter Written



February 7, 1977

Burton/Hawks, Inc.
P.0. Box 359
Casper, Wyoming 82602

Re: Well No. Right Pork
Antelope Canyon PFed. 19-1
Sec. 19, T. 6 S, R. 4 W,
Duchesne County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the
above referred to well is hereby granted in accordance with Rule C-3,
General Rules and Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and
abandon this well, you are hereby requested to immediately notify
the following:

PATRICK L. DRISCOLL - Chief Petroleum Engineer

HOME: 582-7247
OFFICE: 533-5771

Enclosed please fin dForm OGC-8-X, which is to be completed
whether or not water sands (aquifers) are encountered dur’ng drilling.

The API number assigned to this well is 43-013-30418.
Very truly yours,

DIVISION OF OIL, GAS, AND MINING

CLEON B. FEIGHT
Director

/S¥
cc: U.S. Geological Survey



U.S. GzOLOGICAL SURVEY, CONSERVATIGN DIVISION
FROM: DISTRICT GEOLOGIST, SALT LAKE CITY, UTAH

T0: DISTRICT ENGINEER, SALT LAKE CITY, UTAH

Well Location Lease No.
Burton/Hawks, Inc. 505' FNL, 645' FEL, Sec. 19, T6S, R4W, U-12841

Right Fork Antelope UML, Duchesne Co., Utah, Gr. El. 7240'

Canyon #19-1

|. Stratigraphy and Potential

0i1 and Gas Horizons Well will spud in the Green River Formation and test

the formation for gas potential to a proposed T.D,
of 4300'. See 10 Point Program #1, 2, and 3. Gulf 0il Corp. #1 Right Fork-Fed.
(6805' K.B.), Sec. 10, same twp., reported the following top: Wasatch 5280';
T.D. 5525'. D&A. This test will not penetrate the Wasatch Fm.

2. Fresh Water Sands. WRD reports no wells in vicinity of this test. Sands of the
Creen River Formation may contain usable water. See 10 Point Program, #3.

3. Other Mineral Bearin Formgtions. Prospectively valuable for oil shale in the
(Coal, 0il Shale, Po ash, Etc. Parachute Creek and Garden Gulch Members of
the Green River Formation. O0il shale horizons penetrated should be protected.

4. Péssible Lost Circulation Zones. Unknown

5. Other Horizons Which May Need Special  Unknown. Protect all fresh water
Mud, Casing, or Cementing Programs. aquifers penetrated.

.

6. Possible Abnormal Pressure Zones  Unknown
and Temperature Gradients.

7. Competency of Beds at Proposed Probably adequate. Weathered shale will cave.
Casing Setting Points.

8. Additional Logs or Samples Needed. Complete logs should be ‘run through any
: 0il shale intervals penetrated.

9. References and Remarks ysGs Prof. Paper 501-D.  USGS Bull. 1405-C.
USGS OM-171.

Date: 4_//_77 Signed: 7%“% Z /4@
V
e O FC
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ENVIRONMENTAL IMPACT ANALYSIS - ATTACHMENT 2-B

Proposed Action,
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+ 3. Effects on Environment by Proposed Action (pot'entia] impact)

1) EXHAUST EMIS__ONS FROM THE DRILLING RIG POWEl _NITS AND SUPPORT TRAFFIC
ENGINES WOULD ADD MINOR POLLUTION TO THE ATMOSPHERE IN THE LOCAL VICINITY.

2) MINOR INDUCED AND ACCELERATED EROSION POTENTIAL DUE TO SURFACE
DISTURBANCE AND SUPPORT TRAFFIC USE.

3)  MINOR VISUAL IMPACTS FOR A SHORT TERM DUE TO OPERATIONAL EQUIPMENT AND
SURFACE DISTURBANCE.

4)  TeEMPORARY DISTURBANCE OF WILDLIFE AND LIVESTOCK,

5) MINOR DIS “CTION FROM AESTHETICS FOR SHORT TERM,

" 4

6) E?g:égy_‘ él‘g / c/e:)cr,s Lo OfF Q/t/z{;‘[ggc é’gﬁ/@;%
DrcWég e ue . Swmall/ cree Lor Loc o), . 2L

c// IS S osd /Po 74/¢7/ra/ cear’

owl
$ I‘mcw 22¢

4. Alternatives to the Proposed Action

1) Not APPROVING THE PROPOSED PERMIT -- THE OIL AND GAS LEASE GRANTS THE

LESSEE EXCLUSIVE RIGHT TO DRILL FOR, MINE, EXTRACT, REMOVE AND DISPQSE OF All
OIL AND GAS DEPOSITS,

2) _DeNY THE PROPOSED PERMIT AND SUGGEST AN ALTERNATE LOCATION TO MINIMIZE
ENVIRONMENTAL IMPACTS,

/ / /. ;, /

3 Loue #o errossos pofertinl, Fhe focaa
as m?aec/ aplp/‘ax /oﬂ//u/e:# 710 ceore/ Coaxf,}/;‘-
Ldb/'c»4ﬂ¢7//1<73; c. 7




5. Adverse Environmental Effects Which Cannot Be Avoided

1) MINorR AIR POLLUTION DUE TO EXHAUST EMISSIONS FRCF RIG ENGINES AND SURPORT

TRAFFIC ENGINES,

2)  MinoR INDUCED AND.ACCEL ERATED EROSION POTENTIAL DUE TO SURFACE DISTURBAMNCE

AND_SUPPORT TRAFFIC USE,

5) _lINOR_AND TEMPORARY DISTURDANCE OF WILDLIFE,

1) TFMPORARY DISTURRANCE OF | IVESTOCK, -

5) MINCR _AND SHORT-TERM VISUAL IMPACTS,

6)

6. Determination

(This requested action (@¥® (does not) constitute
a major Federal action significantly affecting the
environment in the sense of NEPA, Section 102(2) (c).

Date Inspected | [7 — A~ 77 //.(f(/‘éé‘“/ Sttt e

U.S. Geological Burvey,
Inspector Conservation Division
Salt Lake City District
Salt Lake City, Utah
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Conservatfon Division
8440 Federal Bullding
Salt Lake City, Utah 84138

December 12, 1977 ﬂ{i

Per0. box 399 20 =
e

. Casper, Wyoming 82602

Re: ¥ell No. 19-1 - Right Fork
1- Antelope Canyon - NEY NE)
30 Sec. 19, T.6S, R.4N, USM
Duchesne County, Utah
Lease Utah 12841

Gentlemen:

By Jetter dated December 8, 1977, Mr. Robert E. Wellborn
advised this office that he did not wish to extend the refer-
enced Application for Permit to Drill, which was approved
April 13, 1977. Therefore, this Application is revoked effec-
tive as of this date without prejudice.

Any surface disturbance associated with this approved Applica-
tion must be restored in accordance with the approved Surface
Use Plan prior to release of bonding.

As he stated, should you desire to drill at this location at some
future date, reapply for a permit to drill at that time.

- St 1 rs,
LL ncerely you

10 )
\\6'\ \q ﬂz"})ﬁ?j,é‘i)tﬂjﬂt()m& SGu.,; W, ) iviAi ] I;N\))
ﬂ)f B WA W. P. Martens

Acting District Engineer

bcc: Chief, Br. L&M, BLM, SLC
Utah State 0GM —
Ashley National Forest Service
0&GS, NRMA, Casper
USGS, Vernal
Well file

tw



CALVIN L. RAMPTON
Governor

GORDON E. HARMSTON
Executive Director,
NATURAL RESOURCES

CLEON B. FEIGHT
Director

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING
1588 West North Temple

OIL, GAS, AND MINING BOARD

GUY N. CARDON
Chairman

CHARLES R. HENDERSON
ROBERT R. NORMAN
JAMES P. COWLEY

Salt Lake City, Utah 84116 HYRUM L. LEE

June 19, 1978

‘Burton/Hawks, Ine.
P. 0. Box 359
Casper, Wyoming 82602

Re:\/(l;ll No. Right Pork Antdlope Camyon 19-1
Sec. 19, T. 658, R. 4W,
Duchesne Cousnty, Utah — March 78 thru"uhy 78

Well No. Left Fork Antelope Canyon Fed. 23-1
Sec. 23, T. 65, R. 4w,

Ducheene County, Utsh ~ Jan., 78 thru May 78

Geuntlemzus
Our records indicate that yocu have: not filed a Monthly Report
of Operations for the moenths indicated above on the subject well(s).

Rule C-22, General Rules and Regulations and Rules of Practice
and Procedure, requires that said reports be filed on or before the
sixteenth (16) day of trhe succeeding mcnth. This report may be filed
on Form 0GC-1b, (U.S.Geological Survey Form 9-331) "Sundry Notices
and Reports on Wells'", or on company forms containing substantially
the same information. We are enclosing fcrms for your convenience.

Your prompt attention to the above will be greatly appreciated.
Very truly yours,
DIVISION OF OIL, GAS, AND MINING

KATHY COSTLER
RECORDS CLERK
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r - | FROM
il
TO State of Utah' . BL Tq:N é Ii’g‘)\(Ns};Sv INC.
Dept. of Natural Resources - . 0.
Division of Oil, Gas and Mining CASPER, WYOMING 82601
Salt lake City, Utah
@BJECT: Monthly reports of operation DATE:_ 6-22-78 \
FoLp

With reference to your letter of 6-19-78 regarding Monthly Reports of Operation

& on the Right Fork Antelope Canvon #19-1, Sec. 19, T6S-RAW and the lLeft Fork
Antelope Canyon Fed. #23-1, S-c. 23, T6S, R4W, Duchesne County, Utah, please
be advised that the Right Fork Antelope Canyon #19-1 was never drilled.

Monthly reports of Operations for the Left Fork Antelope Canyon #23-1

have been sent to your office monthly since June of 1977 on your Form DOGC-4
by our consulting engineering firm, McIlnay-Adams & Co. If a further check
of your records fails to turn up the reports from January of this year, please
advise and we will send you ies.

T

PLEASE REPLY TO SIGNED |+ LU W Bill Hawks, President

bATE: SIGNED

_

GRAYARC CO., INC., BROOKLYN, N. Y. 11232

THIS COPY FOR PERSON ADDRESSED

'
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